
Guidance on how to re-size digital images for LCC internal competitions 
 
The maximum dimensions allowed for a digital image to be entered into an LCC internal competition are 1920 pixels wide and 1200 pixels high based on 
landscape format imagesΦ ¢ƘŜǎŜ ŀǊŜ ǘƘŜ ƳŀȄƛƳǳƳ ŘƛƳŜƴǎƛƻƴǎ ǿƘƛŎƘ ǘƘŜ ŎƭǳōΩǎ ǇǊƻƧŜŎǘƻǊ Ŏŀƴ ŘƛǎǇƭŀȅΦ 1920 x 1200 equates to a ratio of 16:10 which is one 
of the standard widescreen movie ratios which the projector is equipped to display. Most digital cameras produce images with a ratio of 3:2 while some 
have a ratio of 4:3 and so, unless you deliberately want to distort your image, you will not be able to re-size your image exactly to 1920 x 1200 pixels. The 
nearest and best dimensions for landscape format images which equate to a 3:2 ratio are 1800 pixels wide x 1200 pixels high. 
 
When displaying portrait format images the maximum length of the long (vertical) edge has to be 1200 pixels (and not 1920 pixels) because 1200 pixels is 
the maximum height that the projector can display.  
 
When displaying square format images the maximum length of any edge has to be 1200 pixels (and not 1920 pixels) because 1200 pixels is the maximum 
height that the projector can display.  
 
The following screenshots provide some examples of how to re-size your images to meet LCC internal competition requirements. They are based on 
Lightroom, Photoshop and FastStone Image Viewer (a free-to-download image manipulator).  

  



Lightroom ς Landscape format 

 
  



 

 
  



 

 
  



Lightroom ς Portrait format 

 
  



 

 
  



 

 
 

 


